RELEASE

NAVIGATIONAL ECHO SOUNDER
JFE-380

Features
Compact sized display unit(6.5" TFT LCD)

No paper(Option: External printer is available)
High accuracy and high reliability

Depth data for last 24 hours in memory to play
back the past sounding information

Meets IMO standards MSC.74(69) Annex 4

JRC

dapan Radio Co, Ld.



CONFIGURATION
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Display unit NJA-98
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MASS: leas than 4kR

SPECIFICATIONS

Display 6.5" color TFT LCD (640x480 pixels) Preview function 24hour
Frequency 200kHz / 50kHz Transducer 200kHz: UT-200ND
Echo color 8 colors or 8 level monochrome 50kHz: UT-50MD
Digital depth 4 digit Power supply 100-115/200-230VAC
Range 10, 25, 50, 100, 200, 250, 500m 24VDC{only use for power fail
Depth accuracy +2.5% monitoring)
Minimum sounding depth 200kHz:1.0m, 50kHz:2m Power consumption  less than 20W
Draft adjust S0m in 0.1m steps Water proof Display unit :IPX5
TX pulse repetition rate 171PRR(10, 20, 50m) Connection Box :IPX2
86PRRA(100, 200m)
43PRR{500, B0Om)
Presentation mode Standard, History, Docking
Time range of echo display 5, 10, 20, 30min
Auto function Gain, Range
Alarm function Depth, Lost bottom, Power fail,
System error
*Specifications subjact to change without notice. For further information, contact:
-
JRC Radio Co., [{d.
Since 1915 URL http://www.jrc.co.jp/

Main Office: Nittochi Nishi-Shinjuku bldg.
10-1, Nishi-Shinjuku B-chome
Shinjuku-ku, Tokyo 160-8328, Japan
Telephone: +81-3-3348-4099
Facsimile: +81-3-3348-4139

Overseas Branches : Seattle, Amsterdam, Athens

Liaison Offices : Taipei, Manila, Jakarta, Singapore,

Hanoi, New York
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