JRC

NAVIGATIONAL ECHO SOUNDER
JFE-680

® High-resolution and clearly display (10.4" TFT LCD)

® Built-in printer for copy of the echogram history

® High accuracy and high reliability

® Depth data for last 24 hours in memory to play back
the past sounding information

® Meets IMO standards MSC.74 (69) Annex 4

Japan Radio Co., L1d.




JFE-680

B SPECIFICATIONS HMOUTLINE DRAWING

10.4" Color TFT LCD (640x480 pixels)
200kHz / 50kHz 5

8 colors or 8 level monochrome I Mw\
4 digit (0.1m) o |
10, 20, 50, 100, 200, 560, 800m | I 1
+2.5% -
200kHz : 1.0m. 50kHz : 2m

50m in 0.1m steps i
171PRR(10, 20, 50m) |
B8BPAR (100, 200m)
43PRR (500, BOOm)
Standard, History, Docking | .
5, 10, 20, 80min . ;g,f
Gain, Range

Depth. Power fail, System error

24hour Wall-Mounting Flush-Mounting
200kHz : UT-200ND

S50kHz : UT-50MD

100-115/200-230VACt 15%0, SDHz/SUHz:t@‘)i: |
24VDC (only use for power fail monitoring)

less than 50W
IPX2 drip proof
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unit JFE-680 1 = * DINTRGE
AW-154F 1 | 200kHz
NKF-341 1 | 200kHz (with cable 20m)
AW-154F 1 | 200kHz I":_— =
| AW-154F-50 | 1 | SO0kHz |
NKF-341 1 | 200kHz (with cable 20m) |
NKF-345 1 | S50kHz (with cable 20m) |
7ZPJD0384 1 | | l.-:;i_—-—‘H‘_ CABLE IMLET
| BRBX05351 1 | Color : MUNSELL N4 S
BRBXD5355 | 1 | Color : MUNSELL 7.5BG7/2
BRBX05354 | 1 | Color: MUNSELL 25G7/2
Table mounting kit| BRBX05340 | 1
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Main Office: Nittochi Nishi-Shinjuku bldg.

10-1, Nishi-Shinjuku 6-chome

Shinjuku-ku, Tokyo 160-8328, Japan

Telephone: +81-3-3348-4099

Facsimile: +81-3-3348-4139
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